AC.T ACOUSTIC TILE CONTR.  CONTRACTOR GAL. GALLON MULL.  MULLION STRUC.  STRUCTURE
:' EXIST. CONC. BLOCK WALL
P RO PO S E D S I N G L E FAM I LY H O l ' S E AC. AIR CONDITIONING CONV.  CONVECTOR GA. GAUGE M.0. MASONRY OPENING SUSP.  SUSPENDED
m NEW CONC. BLOCK WALL
AD.J ADJACENT CG. CORNER GUARD GL. GLASS SWBD.  SWITCH BOARD
5 E M E RAL D D RIVE — FULL HEIGHT PARTITION ALUM.  ALUMINUM GYPBD. GYPSUM BOARD NT.S.  NOT TO SCALE SWGR.  SWITCH GEAR
Generated by REScheck-Web Software [ ] NEW FULL HEIGHT PARTITION ALUMS.  ALUMINUM SADDLE DET. DETAIL
Com Iia nce Certificate C-— "7 EXIST. WALLS TO BE REMOVED 4 ANGLE DIA. DIAMETER HDR HEADER o.c. ON CENTER TEL. TELEPHONE
p I AX MAP_ B LO‘ K #63 LO I # 26 25 N APPROX. APPROXIMATE DIM. DIMENSION HV.AC. HEATING, VENTILATING OPNG.  OPENING K, THICK
YERN &
) - NS, INTERIOR ELEVATION ARROW (SEE DETAIL NO./DWG.NO. ARCH.  ARCHITECTURE DN. DOWN AIR CONDITIONING OPP. OPPOSITE TOC.  TOP DF CONCRETE
TOWN S I P O F ARDYSTO N A.D. AREA DRAIN DWG. DRAWING H.P. 0.D. OVERFLOW DRAIN T.OS. TOP OF STEEL
H H ‘A HIGH POINT
SECTION ARROW (SEE DETAIL NO./DWGND)
. \A=6/ e AT H.M, TOW.  TOP OF WALL
Project 5 Emerald HOLLOW METAL
EA, EACH HOR. PN, PANEL TC&R.  TOWEL CABINET &
DETAIL (SEE CORRESPONDING SHEET) HORIZONTAL RECEPTICAL
Energy Code: 2021 IECC S S S EX O N Y N J = BM, BEAM ELEC. ELECTRIC HR. PH. PAPER HOLDER T,
! t J ( ; t J I HOUR TREAD
Location: Sussex, New Jersey J @ SPECIFICATION ITEM (SEE EQUIPMENT SCHEDULE) BET. BETWEEN EL. ELEVATION PART. PARTITION TYP.
Construction Type: Single-family TYPICAL
. . BPS BENT PLATE ENCL.  ENCLOSURE ID. P.A. PLACE OF ASSEMBLY
Project Type: New Construction INSIDE DIMENSION
Conditioned Floor Area: 3,046 ft2 oL i e FOAL e SULATIEN ot PLATE HON UNLESS OTHERWISE NOTED
Glazing Area 16% BS.&A  BOARD OF STANDARDS & APPEALS  EQUIP.  EQUIPMENT INT.
. INTERIOR
Climate Zone: 5 (6682 HDD) BOTT.  BOTTOM EST. ESTABLISHED REFL.  REFLECTIVE VERT.
Permit Date: VERTICAL
BOC. BOTTOM OF CURB EXIST.  EXISTING JT. REINF.  REINFORCED V.IF.
Permit Number: JOINT VERIFY IN FIELD
All Electric false BLDG.  BUILDING EXP.JT. EXPANSION JOINT REQ'D  REQUIRED
Is Renewable false EXT. EXTERIOR LAV. L AvaTORY R. RISER W.C. UaTeR CLOSET
Has Charger false CAP, CAPACITY EXT.GR. EXTERIOR GRADE L.P. R.D. ROOF DRAIN W.P.
. LOW POINT WATER PROOFING
Has Battery: false CLNG.  CEILING EXTR.  EXTRUDED RM, ROOM WR.
Has Heat Pump: false WATER RESISTANT
CEM, CEMENT MACH, W,
MACHINE WIDTH
€ CENTER LINE FIN. FINISH M.S. SN.D. SANITARY NAPKIN W/
MARBLE SADDLE DISPENSER WITH
C.T. CERAMIC TILE 3 FIRE PROOF MAT'L SNV, w/0
. . . MATERIAL SANITARY NAPKIN WITHOUT
Construction Site: Owner/Agent: Designer/Contractor: cL. CLOSET FPSC FIRE PROOF SELF CLOSING  MAX. SECT. VENDOR
- MAXIMUM
E(ﬁ:;gazl% Dr I\D/l::gﬁogrréﬁ';' coL. COLUMN FLSH'G. FLASHING MECH, SIM, SECTION
: . MECHANICAL
Hardyston, nj 07419 1218 warren way CONC. CONCRETE FL. FLOOR MET. S.S. SIMILAR
Wanaque, nj 07465 METAL
9737230039 C.3B. CONCRETE BLOCK F.J FLOOR JOISTS MIN, STPIPE STAINLESS STEEL
MINIMUM
Danongroup@aol.com COND.  CONDUIT F.D. FLOOR DRAIN MISC. SP. STAND PIPE
MISCELLANEOUS
CONST.  CONSTRUCTION AV FIELD VERIFY STL. STAND POINT
Compliance: Passes using UA trade-off CONT.  CONTINUOUS STLS.  STEEL
Compliance: 0.5% Better Than Code Maximum UA: 402 Your UA: 400 STEEL SADDLE
The % Better or Worse Than Code Index reflects how close to compliance the house is based on code trade-off rules.
It DOES NOT provide an estimate of energy use or cost relative to a minimum-code home.
Slab-on-grade tradeoffs are no longer considered in the UA or performance compliance path in REScheck. Each slab-on-grade STANDARDS AND GENERAL NOTES 1/01/22 DIMENSIONING
assembly in the specified climate zone must meet the minimum energy code insulation R-value and depth requirements. DIMENSIONS INDICATED ARE FINISHED DIMENSIONS. THE CONTRACTOR SHALL MAKE ALLOWANCE FOR
CODES, REGULATIONS, PERMITS AND FEES FINISH MATERIALS WHEN LAYING OUT THE WORK. FOR PROJECTS INVOLVING ALTERATIONS OR
ALL WORK SHALL CONFORM TO THE CURRENT EDITION OF THE UNIFORM CONSTRUCTION CODE OF ADDITIONS MANY DIMENSIONS WILL BE BASED ON FIELD MEASUREMENTS OF EXISTING
. THE STATE OF NEW JERSEY INCLUDING ALL SUB CODES AND REFERENCED STANDARDS. UNLESS CONSTRUCTION.  ON SUCH PROJECTS THE CONTRACTOR WILL BE RESPONSIBLE FOR. MAKING
Envelope Assemblies OTHERWISE INDICATED ALL WORK SHALL ALSO CONFORM TO THE REGULATIONS OF LOCAL UTILITY MINOR ADJUSTMENTS SO THAT THE NEW WORK FITS PROPERLY TO EXISTING WORK.
COMPANIES AND MUNICIPAL LAWS AND REGULATIONS. IF THE CONTRACT DOCUMENTS DEVIATE IN
eroeen ANY WAY FROM THESE LAWS AND REGULATIONS THE CONTRACTOR / OWNER SHALL IMMEDIATELY DIMENSIONS ARE PRE CONSTRUCTION APPROXIMATIONS. THE FINAL DIMENSIONS & S.F. MUST BE
A bl Cavity Cont. Prop. Req. Prop. Req. INFORM THE ARCHITECT.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING AND PAYING DETERMINED FROM ACTUAL MEASUREMENT OF BUILDING AFTER COMPLETION.
ssembly or R-Valiie R-Valuve U-Factor U-Factor UA UA FOR ALL REQUIRED PERMITS, INSPECTIONS AND CERTIFICATES NECESSARY TO CONFORM TO LAWS
Perimeter AND REGULATIONS. TOOLS AND MATERIALS
Ceiling 1: Flat Ceiling or Scissor Truss 2.095 68.0 0.0 0.022 0.024 46 50 THE CONTRACTOR SHALL PROVIDE ALL LABOR, TOOLS, EQUIPMENT, MATERIALS, AND DEVISES
9 9 PRECEDENCE OF CONTRACT PROVISIONS NECESSARY FOR MEANS & METHODS OF CONSTRUCTION AND THE PROPER EXECUTION AND
Wall 1: Wood Frame, 16" o.c. 1,703 21.0 50 0.043 0.045 62 65 IF ANY CONFLICTS EXIST IN THE CONTRACT DRAWINGS THEY SHALL BE RESOLVED IN THE ORDER COMPLETION OF THE PROJECT.
OF PRIORITY LISTED BELOW WITH THE HIGHEST PRIORITY LISTED FIRST ON THE LIST. WORK OR
Door: 5'0"x6'8" SLIDER: Glass 67 0.300 0.300 20 20 MATERIALS SHOWN ON ONE OR MORE LOCATIONS BUT NOT IN ALL SIMILAR LOCATIONS SHALL BE MATERIALS SHALL BE DELIVERED IN ORIGINAL UNOPENED CONTAINERS. ALL OTHER MATERIALS
L DEEMED TO SHOW IN ALL SIMILAR CONDITIONS AND NOT TO AS CONFLICTS OR OMISSION. SHALL BE GRADE MARKED BY THE MANUFACTURER. USED OR SECOND HAND MATERIALS ARE
Door: 1'2"x6'8" side light: Glass 16 0.300 0.300 5 5 1. GENERAL NOTES AND STANDARDS ABOVE ALL OTHER PROVISIONS PROHIBITED. THE CONTRACTOR SHALL FOLLOW MANUFACTURER’S INSTALLATION INSTRUCTIONS. "
. 210"% ] 2. DIMENSIONS GIVEN IN NUMBERS ABOVE SCALED DIMENSIONS ISSUANCE:
Door: 3'0"x6'8": Glass 20 0.300 0.300 6 6 3. INFORMATION PROVIDED IN SCHEDULES AND TABLES ABOVE DETAILS & NOTES. 4 | DATE. FOR:
; - 0" . 4. LARGE SCALE DRAWINGS OVER SMALLER SCALED DRAWINGS. i i
m’:}dfgvv\'lio X 5'0" LE: Wood Frame, Double Pane 120 0300  0.300 36 36 EXISTING CONDITIONS NOTES: 1 107721725 | PERMIT
SAFETY AND INDEMNIFICATION AFTER DEMOLITION AND BEFORE BEGIN ANY WORK THE CONTRACTOR SHALL NOTIFY THE ARCHITECT
Window: 2'6"X5'0": Wood Frame, Double Pane with 25 0.300 0.300 8 8 THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR CONSTRUCTION MEANS, METHODS, ABOUT ANY AND ALL DISCREPANCIES BETWEEN FIELD CONDITIONS AND CONTRACT DOCUMENTS
Low-E TECHNIQUES, SEQUENCES AND PROCEDURES REQUIRED FOR THE SAFE EXECUTION AND BEFORE PROCEEDING WITH AFFECTED PORTION OF WORK, INCLUDES BUT IS NOT LIMITED TO
COMPLETION OF THE WORK. THIS PROVISION INCLUDES PROTECTION OF ADJACENT PROPERTIES. iTREL}:\CTTEUCRTALV\/\ALE‘DNCE)BTEAS‘ENL?E\/EELETMEENTC%N?Eﬁ(g%}? MOAQN R?SPPES’NSE\&CUWF%UPREERFTSRGOTT‘H? VESEK e
- i . . THE CONTRACTOR SHALL CAREFULLY INVESTIGATE EXISTING CONDITIONS IN THE EXISTING
PrOJecF Title: 5 Emerald Report date: 10/04/24 STRUCTURE(S) ON OR NEAR THE BUILDING SITE, INCLUDING DEPTH OF EXISTING FOOTINGS ON INDICATED BY THE CONTRACT DOCUMENTS. THE CONTRACTOR SHALL CORRECT ALL WORK ARISING
Data filename: Page 1of 2 AND OFF THE SITE. THE CONTRACTOR SHALL P’ROV\DE AND MAINTAIN ANY AND ALL NECESSARY FROM THE FAILURE TO COORDINATE DISCREPANCIES TO THE SATISFACTION OF THE ARCHITECT
BARRICADES, WARNING SIGNS, BRACING, SHORING, AND UNDERPINNING OF FOOTINGS AND WITHOUT ADDITIONAL COST.
FOUNDATIONS OF ADJACENT PROPERTIES. SHOULD THERE BE ANY SUBSTANDARD AND OR ADVERSE
CONDITION FOUND DURING THE DEMOLITION OR CONSTRUCTION PROCESS, THE CONTRACTOR SHALL GENERAL DEMOLITION NOTES
IMMEDIATELY NOTIFY THE ARCHITECT / ENGINEER. WHERE "VERIFY EXISTING CONDITION,...” OR 1. PROVIDE INTERIOR SHORING, BRACING OR SUPPORT TO PREVENT MOVEMENT  SETTLEMENT OR
"VERIFY IN FIELD” (V.I.LF.) IS NOTED ON PLANS OR DETAILS THE CONTRACTOR NEEDS TO VERIFY COLLAPSE OF STRUCTURE OR ELEMENT TO BE DEMOLISHED AND ADJACENT FACILITIES OR
THAT THE EXISTING CONDITIONS CONFORM TO SPECIFIED CRITERIA. THE CONTRACTOR MUST NOTIFY WORK TO REMAIN.
THE ARCHITECT, THE OWNER AND THE CODE ENFORCEMENT OFFICIAL WHERE EXISTING CONDITIONS 2. PROTECT FROM DAMAGE EXISTING FINISH WORK THAT IS TO REMAIN IN PLACE  AND
DEVIATE FROM THE SPECIFIED CRITERIA. BECOMES EXPOSED DURING DEMOLITION OPERATIONS.
3. PROTECT FLOOR WITH SUITABLE COVERINGS WHERE NECESSARY.
THE CONTRACTOR AND HIS SUBCONTRACTORS SHALL OBTAIN AND PAY FOR WORKMEN'S 4. CONSTRUCT TEMPORARY INSULATED SOLID DUST PROOF PARTITIONS WHERE REQUIRED TO
Gross Area Cavity Cont. Prop. Req. Prop. Req. COMPENSATION INSURANCE. TO THE FULLEST EXTENT POSSIBLE THE CONTRACTOR SHALL SEPARATE AREAS WHERE NOISY OR EXTENSIVE DIRT OR DUST OPERATIONS ARE PERFORMED.
Assembly or R-Value R-Value U-Factor U-Factor UA UA INDEMNIFY AND HOLD HARMLESS THE OWNER AND ARCHITECT FROM AND AGAINST ALL CLAIMS, EQUIP PARTITIONS WITH DUST PROOF DOORS AND SECURITY LOCKS IF REQUIRED.
Perimeter LOSSES AND EXPENSES ATTRIBUTABLE TO PROPERTY DAMAGE OR BODILY INJURY OR SICKNESS OR SCSTP%MSWNYE;EPA‘R DAMAGES CAUSED TO ADJACENT FACILITIES BY DEMOLITION WORK AT NO
- L AN AN . DISEASE OR DEATH DUE TO INJURY TO OR TO DESTRUCTION OF TANGIBLE PROPERTY INCLUDING :
Window: 2'0"X4'0": Wood Frame, Double Pane with 8 0.300 0.300 5 2 L0SS OF USE THEREOF OR AUTOMOBILE RELATED DAMAGE AND / OR INJURY 6. USE WATER SPRINKLING, TEMPORARY ENCLOSURES AND OTHER SUITABLE METHODS TO LIMIT
Low-E ' DUST AND DIRT RISING AND SCATTERING IN AIR TO LOWEST PRACTICAL LEVEL. COMPLY WITH
Wall 2: Wood Frame, 16" o.c. 1,514 21.0 5.0 0043  0.045 56 59 THE CONTRACTOR SHALL BE RESPONSIBLE FOR INITIATING, MAINTAINING AND SUPERVISING ALL COVERNING RECULATIONS PERTAINING TO ENVIRONMENTAL PROTECTION.
Window: 2'6"X5'0" Wood Frame. Double Pane with SAFETY PRECAUTIONS AND PROGRAMS IN CONNECTION WITH THE WORK. THE CONTRACTOR SHALL gdu‘LNSENETCTOQR%SS‘UNR%’VOHJ%‘NVEOF;KROV}VD‘EEWEEES PEC%FNODR‘%B-S T%HOTS%%E%%R?EDQSACES icH
: : , 12 . . 4 4 .
Low-E 0.300 0.300 E\E%\/Egg\ééhﬂToHNE NECESSARY DEVICES AND EQUIPMENT FOR SAFETY, ACCIDENT PREVENTION AND COULD BE MISCONSTRUED AS DAMAGE RESULTING FROM DEMOLITION WORK. PROJECT NAME:
Window: 3'0" X 5'0" LE: Wood Frame. Double Pane ' 8. PROVIDE WEATHER PROOF CLOSURES FOR EXTERIOR OPENINGS RESULTING FROM DEMOLITION
) ' ’ ! 150 0.300 0.300 45 45 WORK.
with Low-E
Window: 8'8""X4'6": Wood Frame, Double Pane with 39 0.300 0.300 12 12 MODEL A ASHBROOK
Low-E ’ ’
Floor 1: All-Wood Joist/T Over Unconditioned 5 EMERALD DR.
oor 1: All-Wood Joist/Truss, Over Unconditione
Space 375 30.0 00 0033 0033 12 12 BLOCK #63, LOT #26.25
Basement 1: Insulated Concrete Forms TOWNSH|P OF HARDYSTON
Wall height: 9.0'
Depth below grade: 7.0 1,703 21.0 0.042 0.050 69 82 SUSSEX COUNTY, NJ
Insulation depth: 9.0’ BUILDING DATA OWNER:
Door: 6'0"x6'8" SLIDER: Glass 33 0.300 0.300 10 10 EMERALD STATE INVESTMENT
Window: 2'6"X1'6"basement: Vinyl/Fiberglass Frame, 8 0.300 0.300 2 2 STATE OF NEW JERSEY. LLC.
Double Pane with Low-E
Window: 3'0" X 5'0" LE: Wood Frame, Double Pane 15 0.300 0.300 5 5 ADOPTED CODES AND STANDARDS:
with Low-E : : - N.J.A.C. REHAB SUBCODE
- INTERNATIONAL RESIDENTIAL CODE- NJ ED, 2021.
Additional Efficiency Package(s) - NATIONAL ELECTRICAL CODE, 2020 (NFPA 70).
Required: 1  Proposed: 4 - NATIONAL STANDARD PLUMBING CODE, 2021
- INTERNATIONAL ENERGY CONSERVATION CODE,
S——— — LIST OF SHOP DRAWINGS REQUIRED: 2021 (LOW-RISE RESIDENTIAL) D A NON GROUP
Efficient Air Sealing and Ventilation Performance 1.0 - INTERNATIONAL MECHANICAL CODE, 2021.
Efficient HVAC Performance 1.0 : - INTERNATIONAL FUEL GAS CODE, 2021
Efficient Service Water Heating Performance 1.0 1 ) HVAC SYSTEMS: ’ RAFAEL DANON RA.
Enhanced Envelope Performance 1.0 —HVAC CONTRACTOR TO PROVIDE DESIGN AND PO BOX 676
INSTALLATION OF ENTIRE HVAC SYSTEMS. 1. NUMBER OF STORIES 21/2 FAIR LAWN NJ 07410
Compliance Statement: The proposed building design described here is consistent with the building plans, specifications, and other 2. BUILDING HEIGHT +33-10 TEL: 201-681
calculations submitted with the permit application. The proposed building has been designed to meet the 2021 IECC requirements in 3. CONSTRUCTION CLASS V-B . - -rrri
REScheck Version : REScheck-Web and to comply with the mandatory requirements listed in the REScheck Inspection Checklist. 4' USE GROUP R-5 TEL: 973-723-0039
5. NUMBER OF BEDROOMS 4 DANONGROUP@AQL.COM
Name - Title Signature Date
BUILDING AREA/\/OLUME
DRAWING LIST CALCULATIONS
G-01 COVER SHEET.
A-1 PROPOSED BASEMENT FLOOR PLAN, PLUMBING AND RAFAEL DANON R\‘A
GAS RISER DIAGRAMS S
REGISTERED ARCHITECT
A3 PROPOSED SEGOND FLOOR PL BUILDING AREA/VOLUMECALCULATION
CLIMATIC & GEOGRAPHIC DESIGN CRITERIA LOCATION:TOWNSHIP OF HARDYSTON A-3 PROPOSED SECOND FLOOR PLAN, ROOF PLAN SHEET TITLE:
SUSEX COUNTY, N A-4 PROPOSED ELEVATIONS
GROUND BASIC WIND SPEED SUBJECT TO DAMAGE FROM WINTER| ICE SHEILD -
SUROUND SEISMIC_DESIGN YT Ui RS hT | FLOOD. CLIMMATES A-5 SPACE AREA(SQ.FT.) VOLUME(CU.FT.) COVER SHEET
(PSF> 3 SEC. GUST (MPH> WEATHERING| FROST LINE DEPTH TERMITE TEMP, REQUIRED A-6 PROPOSED ELECTICAL PLAN MODEL A
S0 115 N/A SEVERE 3/-0" MOD TO HVY YES LFPA | ZONE 54 FIRST FLOOR 1720 15480
A-7 EXISTING BASEMENT AND FIRST FLOOR PLAN
NOTES: D-1 GENERAL DETAILS. SECOND FLOOR 1326 10608 SCALE: AS NOTED
1. ARCHITECTURAL DRAWINGS ARE BASED UPON BASEMENT FLOOR ELEVATION BEING CONSTRUCTED A MINIMUM OF <1) FOOT :
@g%vFEY FTLH%DILRECLHEI%CTT@N AND/OR A MINIMUM OF 6 ABOVE SEASONAL HIGH WATER TABLE. SITE ENGINEER TO CONFIRM & BASEMENT 1727 13816 DRAWN BY: MA
2. WHERE STRUCTURE IS LOCATED ON OR ADJACENT TO SLOPES IN EXCESS OF 1:3 (33.3%) NOTIFY ARCHITECT/ENGINEER FOR .
ADDITIONAL REQUIREMENTS, ATTIC REVIEWED BY: R.D.
3. WHERE STRUCTURE IS LOCATED LESS THAN 3'-0“ TO A PROPERTY LINE OR 6'-0 FROM ANOTHER STRUCTURE OR BUILDING, DESIGN LOADS
NOTIFY ARCHITECT/ENGINEER FOR ADDITIONAL FIRE RATING REQUIREMENTS,
4, BASIC WIND SPEEDS = 3 SECOND GUST PER BULLETIN 19-1, CONSULT STRUCTURAL ENGINEER SUPPLEMENT WHERE BASIC LIVE L%Q%SW 10&8();? SHELTERED ROOF = 50 PSF GARAGE 515 5150
WIND SPEED EXCEEDS 115 MPH, _
5. CLIMATE ZONE. ENERGY CODE COMPLIANCE SHALL BE IN ACCORDANCE WITH THE 2021 INTERNATIONAL ENERGY CONSTRUCTION LIVE LOSAN[SJSW fO?EOS;SSLOPED ROOFS = S0 PSF EXCEPT AS NOTED
CODE <IECCY SEE ENERGY CODE, COMPLIANCE NOTE FOR COMPLIANCE METHOD SELECTED FOR PRESCRIPTIVE BUILDING ALL_AREAS NOT OTHERWISE NOTED = 40 PSF
: : ENVELOPE REQUIREMENT SPACE ON NJ CLIMATE ZONE NUMBER SA OR 4A SEE INSULATION AND FENESTRATION CHART. RESIDENTIAL BALGONIES = 60 SPF TOTAL LIVING
Project Title: 5 Emerald Report date: 10/04/24 BEDROOMS = 40 PSF AREA 3046
Data filename: Page 2 of 2 \EV/LNR?HL%AU?@E:LSEDQDSE 5% OF DEAD WEIGHT
TOTAL VOLUME 45054 JOB #:
Copyright © 2021 DANON GROUP LLC
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GENERAL DEMOLITION NOTES  1.  PROVIDE INTERIOR SHORING, BRACING OR SUPPORT TO PREVENT MOVEMENT  SETTLEMENT OR COLLAPSE OF STRUCTURE OR ELEMENT TO BE  DEMOLISHED   AND ADJACENT FACILITIES OR WORK TO REMAIN.   2.  PROTECT FROM DAMAGE EXISTING FINISH WORK THAT IS TO REMAIN IN PLACE   AND BECOMES EXPOSED DURING DEMOLITION OPERATIONS.   3.  PROTECT FLOOR WITH SUITABLE COVERINGS WHERE NECESSARY.   4.  CONSTRUCT TEMPORARY INSULATED SOLID DUST PROOF PARTITIONS WHERE REQUIRED  TO SEPARATE AREAS WHERE NOISY OR EXTENSIVE DIRT OR  DUST OPERATIONS ARE PERFORMED. EQUIP PARTITIONS WITH DUST PROOF DOORS AND SECURITY LOCKS IF REQUIRED.   5.  PROMPTLY REPAIR DAMAGES CAUSED TO ADJACENT FACILITIES BY DEMOLITION WORK  AT NO COST TO OWNER.   6.  USE WATER SPRINKLING, TEMPORARY ENCLOSURES AND OTHER SUITABLE METHODS  TO LIMIT DUST AND DIRT RISING AND SCATTERING IN AIR TO  LOWEST PRACTICAL LEVEL. COMPLY WITH GOVERNING REGULATIONS PERTAINING TO ENVIRONMENTAL PROTECTION.   7.  INSPECT AREAS IN WHICH WORK WILL BE PERFORMED.  PHOTOGRAPH EXISTING     EQUIPMENT OR TO SURROUNDING PROPERTIES  CONDITIONS TO  STRUCTURE SURFACES WHICH COULD BE MISCONSTRUED AS DAMAGE RESULTING FROM DEMOLITION WORK.   8.  PROVIDE WEATHER PROOF CLOSURES FOR EXTERIOR OPENINGS RESULTING FROM DEMOLITION WORK.

AutoCAD SHX Text
EXISTING CONDITIONS NOTES: AFTER DEMOLITION AND BEFORE BEGIN ANY WORK THE CONTRACTOR SHALL NOTIFY THE ARCHITECT ABOUT ANY AND ALL DISCREPANCIES BETWEEN FIELD CONDITIONS AND CONTRACT DOCUMENTS BEFORE PROCEEDING WITH AFFECTED PORTION OF WORK, INCLUDES BUT IS NOT LIMITED TO STRUCTURAL AND BEARING ELEMENTS, SHAFTS, MAIN PIPES, ETC.  FAILURE TO NOTIFY THE ARCHITECT WILL NOT RELIEVE THE CONTRACTOR OF RESPONSIBILITY TO PERFORM THE WORK AS INDICATED BY THE CONTRACT DOCUMENTS.  THE CONTRACTOR SHALL CORRECT ALL WORK ARISING FROM THE FAILURE TO COORDINATE DISCREPANCIES TO THE SATISFACTION OF THE ARCHITECT WITHOUT ADDITIONAL COST.        

AutoCAD SHX Text
DIMENSIONING DIMENSIONS INDICATED ARE FINISHED DIMENSIONS. THE CONTRACTOR SHALL MAKE ALLOWANCE FOR FINISH MATERIALS WHEN LAYING OUT THE WORK.  FOR PROJECTS INVOLVING ALTERATIONS OR ADDITIONS MANY DIMENSIONS WILL BE BASED ON FIELD MEASUREMENTS OF EXISTING CONSTRUCTION.  ON SUCH PROJECTS THE CONTRACTOR WILL BE RESPONSIBLE FOR MAKING MINOR ADJUSTMENTS SO THAT THE NEW WORK FITS PROPERLY TO EXISTING WORK. DIMENSIONS ARE PRE CONSTRUCTION APPROXIMATIONS. THE FINAL DIMENSIONS & S.F. MUST BE DETERMINED FROM ACTUAL MEASUREMENT OF BUILDING AFTER COMPLETION. TOOLS AND MATERIALS  THE CONTRACTOR SHALL PROVIDE ALL LABOR, TOOLS, EQUIPMENT, MATERIALS, AND DEVISES NECESSARY FOR MEANS & METHODS OF CONSTRUCTION AND THE PROPER EXECUTION AND COMPLETION OF THE PROJECT. MATERIALS SHALL BE DELIVERED IN ORIGINAL UNOPENED CONTAINERS.  ALL OTHER MATERIALS SHALL BE GRADE MARKED BY THE MANUFACTURER.  USED OR SECOND HAND MATERIALS ARE PROHIBITED.  THE CONTRACTOR SHALL FOLLOW MANUFACTURER'S INSTALLATION INSTRUCTIONS.

AutoCAD SHX Text
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EXCAVATION NOTES

1. BEFORE EXCAVATING THE CONTRACTOR SHALL VERIFY
THE LOCATION OF UTILITIES TO REMAIN IN THE FIELD.

2. CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR
ALL DEMOLITION AND REMOVAL OF EXISTING FOOTINGS
AND ANY REQUIRED SHEETING AND BRACING FOR ANY
EXCAVATIONS,

3. EXISTING ADJACENT STRUCTURES SHALL BE
ADEQUATELY SHORED AND BRACED, AND UNDERPINNING
WHERE NECESSARY.

BASEMENT/FOUNDATION NOTES: IRC

1. THE BOTTOM OF THE FOOTING MUST BEAR ON SOLID
GROUND OR ON AN ENGINEERED FILL (MIN. 3,000 PSF>
AND SHALL BE 42” BELOW FINISHED GRADE <(MIND IF A
DISCREPANCY FROM PRESUMED SOIL BEARING CAPACITY
EXISTS, CONTRACTOR SHALL NOT PLACE FOUNDATION
WITHOUT WRITTEN INSTRUCTION FROM THE
ARCH./ENGINEER,

12" BLOCK FOUNDATION WALLS SHALL BE BACKFILLED NO
MORE THAN 6'-0” FROM CELLAR FINISHED FLOOR.

2, ALL FILL SHALL BE COMPACTED LAYER BY LAYER
TO NOT LESS THAN 95% OF THE MAX. DENSITY WHEN
TESTED IN ACCORDANCE WITH A.S.TM. D1557

3, FOOTING STEPS ARE TO BE CONTINUOUS AND
REINFORCED W/STEEL, MAXIMUM STEP 24, 1 TO 3 RATIO,

4, CONCRETE SLAB TO BE STRUCTURALLY REINFORCED
IF OVER EXCESSIVE FILL.

S. CONTRACTOR SHALL ADEQUATELY PROTECT WALLS,
PIERS ETC. FROM DAMAGE DUE TO BACK FILLING OR
EXCAVATIONS FOR UTILITIES,

6. FOUNDATION DRAIN:

A DRAIN SHALL BE PLACED AROUND THE PERIMETER OF A
FOUNDATION THAT CONSISTS OF GRAVEL OR CRUSHED
STONE AND SHALL EXTEND A MIN. OF 12” BEYOND THE
OUTSIDE EDGE OF THE FOOTING, THE TOP OF THE DRAIN
SHALL BE COVERED WITH AN APPROVED FILTER
MEMBRANE MATERIAL (SEE DETAILS 100A,100B,1000),

THE FLOOR BASE AND FOUNDATION PERIMETER DRAIN
SHALL DISCHARGE BY GRAVITY OR MECHANICAL MEANS
INTO AN APPROVED DRAINAGE SYSTEM,

7. PORCHES AND PLATFORMS: TIE FOUNDATION WALLS
TO CELLAR OR MAIN FOUNDATION WALLS FLASH BETWEEN
HOUSE AND CONCRETE. POUR CONCRETE BETWEEN ALL
FILL AND wOOD. PITCH SLAB AWAY FROM HOUSE,

8. OVERHANGS AND CANTILEVERS: INSULATE AND INSTALL
EXTERIOR SHEATHING

9. wOOD GIRDERS: AT GIRDER INTERSECTIONS PROVIDE
HEAVY DUTY STEEL CONNECTION SUPPORTS (BOLTED).

STAIR NOTES — IRC 314,315,316

1. TREADS AND RISERS (NJAC 5:23-3.14) : IN OCCUPANCIES
IN USE GROUP R—3, WITHIN DWELLING UNITS IN OCCUPANCIES
IN USE GROUP R-2 AND IN OCCUPANCIES IN USE GROUP U
WHICH ARE ACCESSORY TO AN OCCUPANCY IN USE GROUP
R-3, THE MAXIMUM RISER HEIGHT SHALL BE 8 1/4” AND THE
MINIMUM TREAD DEPTH SHALL BE 10" PLUS NOSING. PROVIDE
A NOSING NOT LESS THAN 3/4” BUT NOT MORE THAN 114" ON
STAIRWAYS WITH SOLID RISERS WHERE THE TREAD DEPTH IS
LESS THAN 11". THE LEADING EDGE OF TREAD SHALL NOT
PROJECT MORE THAN 1 1/2" BEYOND THE TREAD BELOW.

2. ALL TREADS AND RISERS ARE TO BE EQUAL. THE
TOLERANCE BETWEEN THE LARGEST AND SMALLEST TREAD SHALL
NOT EXCEED 0.375” IN ANY FLIGHT OF STAIRS.

3. STAIR GUARDS/HANDRAILS SHALL HAVE BALUSTERS OR BE
OF SOLID MATERIAL SUCH THAT A SPHERE WITH A DIAMETER OF
4" CANNOT PASS THROUGH ANY OPENING.

4. THE TRIANGULAR OPENINGS FORMED BY THE RISER, TREAD
AND BOTTOM RAIL AT THE OPEN SIDE OF THE STAIRWAY SHALL
BE A MAX. SIZE SUCH THAT A SPHERE 6" CANNOT PASS
THROUGH ANY OPENINGS.

5. ALL HANDRAILS GRIPPING SURFACES SHALL BE CONTINUOUS
WITH ANY WALL OR OTHER SURFACE ADJACENT TO THE
HANDRAIL SHALL BE FREE OF PROJECTIONS. THE CLEAR SPACE
BETWEEN THE HANDRAIL AND ADJACENT WALL OR SURFACE
SHALL NOT BE LESS THAN 1 1/2”. HANDRAILS SHALL NOT
PROJECT MORE THAN 3 1/2” INTO THE STAIR.

6. HANDRAILS THAT FORM PART OF A GUARD SHALL HAVE A
HEIGHT OF NOT LESS THAN 34 INCHES AND NOT MORE THAN
38".

7. HANDRAILS SHALL BE GRASPABLE WITH A CROSS—
SECTIONAL AREA OUTSIDE DIAMETER A MIN. OF 1 1/4" BUT
NOT GREATER THAN 2.

8. STAIR GUARD/HANDRAILS SHALL BE CONSTRUCTED TO
WITHSTAND A CONCENTRATED LOAD OF 200 POUNDS APPLIED
AT ANY POINT AND IN ANY DIRECTION.

9. INTERMEDIATE HANDRAILS ARE REQUIRED SO THAT ALL
PORTIONS OF THE WIDTH OF THE STAIRS ARE WITHIN 30" OF A
HANDRAIL. ON MONUMENTAL STAIRS, HANDRAILS SHALL BE
LOCATED ALONG THE MOST DIRECT PATH OF TRAVEL.

10. ALL GUARDRAILS SHALL BE A MIN. OF 36" ABOVE FIN.
FLOOR.

11. OPEN GUARDS SHALL HAVE BALUSTERS OR BE OF SOLID
MATERIAL SUCH THAT A SPHERE WITH A DIAMETER OF 4~
CANNOT PASS THROUGH ANY OPENING.

12. GUARDS SHALL NOT HAVE AN ORNAMENTAL PATTERN THAT
WOULD PROVIDE A LADDER EFFECT.

13. ALL HANDRAILS, GUARDRAILS & BALUSTERS EXPOSED TO
THE WEATHER SHALL BE PRESSURE TREATED WOOD OR METAL.

14. STAIRWAYS WITH FEWER THAN THREE RISERS ARE NOT
REQUIRED TO HAVE HANDRAILS, WHEN SERVING A SINGLE
FAMILY DWELLING UNIT.

15. THE MIN. HEADROOM IN ALL PARTS OF A STAIRWAY SHALL
BE NOT LESS THAN 80" OR 78" FOR A SPIRAL STAIRWAY,
MEASURED VERTICALLY FROM A LINE CONNECTING THE EDGE OF
THE NOSING. SUCH HEADROOM SHALL BE CONTINUOUS ABOVE
THE STAIRWAY AND TO THE FULL WIDTH OF STAIRWAY AND
LANDING.

58'-0"

FLOOR PLAN NOTES:

1. CONSTRUCTION:

A. ALL PARTITIONS ARE 3%" ROUGH (U.O.N.)

B. ALL ANGLED PARTITIONS ARE 45 DEGREES (U.O.N.)

C. ALL WINDOWS HEAD HEIGHTS TO BE AT 6'—8" OFF

FINISHED FLOOR ELEVATION (U.O.N.)

D. ALL EXTERIOR 2"X8" WALLS ARE TO HAVE R—19
INSULATION.

E. (3)2"X4" (MIN.) POST AT EACH END OF ALL BEAMS
AND GIRDER TRUSSES (U.O.N.) ALL SUCH
CONCENTRATED LOADS SHALL BE TRANSFERRED TO
FOUNDATION VIA BEAMS, POSTS AND/OR SOLID WOOD
BLOCKING.

F. ALL DIMENSIONS ARE TO FACE OF STUD (U.O.N.)

H. DOUBLE FLOOR JOISTS UNDER ALL BEARING WALLS
RUNNING PARALLEL TO FRAMING, UNLESS OTHERWISE
NOTED ON PLANS.

2. CEILING HEIGHTS IRC 305.1: HABITABLE ROOMS,
HALLWAYS, CORRIDORS, BATHROOMS, TOILET ROOMS, LAUNDRY
ROOMS AND HABITABLE BASEMENTS SHALL HAVE A CEILING
HEIGHT OF NOT LESS THAN 7'—0" MEASURED TO THE LOWEST
PROJECTION FROM THE CEILING.

3. ATTIC ACCESS IRC 1305.1.3:

A. AN ATTIC ACCESS SHALL BE PROVIDED WHERE
INDICATED. UNLESS OTHERWISE NOTED OR REQUIRED,
THE OPENING SHALL NOT BE LESS THAN 207X30”.

B. ALL ATTIC ACCESS OPENINGS, OR OTHER OPENINGS
INSTALLED IN TOP CEILINGS, SHALL BE CLOSED,
GASKETED OR OTHERWISE SEALED WITH MATERIALS
APPROVED FOR SUCH APPLICATIONS.

4.THE ACTUAL SIZE MAY DIFFER ACCORDING TO
MANUFACTURER. THE SHOWER COMPARTMENT IS TO BE TILED
TO A HEIGHT OF 6’—6". TILED FLOORS, BATH TUBS INDICATED
ARE OF STANDARD SIZE. THE ACTUAL SIZE MAY DIFFER
ACCORDING TO MANUFACTURE. WHERE A SHOWER HEAD IS
PROVIDED, THE COMPARTMENT SHALL BE TILED TO A HEIGHT
OF 6'—6". FIBERGLASS UNITS ARE OPTIONAL AND MAY BE
CONSIDERED AN EXTRA.

5. BATH IN ATTIC SPACE: ATTIC SIDE OF BATH WALLS
SHALL BE SHEATHED. DRAFT STOP FLOOR JOISTS UNDER BATH
WALLS.

7. PROVIDE MOISTURE RESISTANT G.W.B. AROUND ALL WET
AREAS IN KITCHENS AND BATHROOMS.

8. ALL WINDOWS DESIGNATIONS ARE GENERIC SIZES.

LAUNDRY ROOM NOTES:

LAUNDRY ROOM: ALL LAUNDRY ROOMS SHALL BE PROVIDED
WITH A LOUVERED DOOR. WHERE GAS DRYER IS USED OR THE
LAUNDRY ROOM SHALL BE PROVIDED WITH (2) OPENINGS ONE
WITHIN 12 INCHES OF THE BOTTOM OF THE SPACE, AND ONE
WITHIN 12 INCHES OF THE TOP OF THE SPACE.
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1.   BEFORE EXCAVATING THE CONTRACTOR SHALL VERIFY THE LOCATION OF UTILITIES TO REMAIN IN THE FIELD. 2.   CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR ALL DEMOLITION AND REMOVAL OF EXISTING FOOTINGS AND ANY REQUIRED SHEETING AND BRACING FOR ANY EXCAVATIONS. 3.   EXISTING ADJACENT STRUCTURES SHALL BE ADEQUATELY SHORED AND BRACED, AND UNDERPINNING WHERE NECESSARY.
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1.  THE BOTTOM OF THE FOOTING MUST BEAR ON SOLID GROUND OR ON AN ENGINEERED FILL (MIN. 3,000 PSF) AND SHALL BE 42" BELOW FINISHED GRADE (MIN.) IF A DISCREPANCY FROM PRESUMED SOIL BEARING CAPACITY EXISTS, CONTRACTOR SHALL NOT PLACE FOUNDATION WITHOUT WRITTEN INSTRUCTION FROM THE ARCH./ENGINEER.  12" BLOCK FOUNDATION WALLS SHALL BE BACKFILLED NO MORE THAN 6'-0" FROM CELLAR FINISHED FLOOR. 2.  ALL FILL SHALL BE COMPACTED LAYER BY LAYER  TO NOT LESS THAN 95% OF THE MAX. DENSITY WHEN TESTED IN ACCORDANCE WITH A.S.T.M. D1557 3.  FOOTING STEPS ARE TO BE CONTINUOUS AND REINFORCED W/STEEL, MAXIMUM STEP 24", 1 TO 3 RATIO. 4.  CONCRETE SLAB TO BE STRUCTURALLY REINFORCED IF OVER EXCESSIVE FILL. 5.  CONTRACTOR SHALL ADEQUATELY PROTECT WALLS, PIERS ETC. FROM DAMAGE DUE TO BACK FILLING OR EXCAVATIONS FOR UTILITIES. 6.  FOUNDATION DRAIN: A DRAIN SHALL BE PLACED AROUND THE PERIMETER OF A FOUNDATION THAT CONSISTS OF GRAVEL OR CRUSHED STONE AND SHALL EXTEND A MIN. OF 12" BEYOND THE OUTSIDE EDGE OF THE FOOTING. THE TOP OF THE DRAIN SHALL BE COVERED WITH AN APPROVED FILTER MEMBRANE MATERIAL (SEE DETAILS 100A,100B,100C). THE FLOOR BASE AND FOUNDATION PERIMETER DRAIN SHALL DISCHARGE BY GRAVITY OR MECHANICAL MEANS INTO AN APPROVED DRAINAGE SYSTEM. 7.  PORCHES AND PLATFORMS:  TIE FOUNDATION WALLS TO CELLAR OR MAIN FOUNDATION WALLS FLASH BETWEEN HOUSE AND CONCRETE. POUR CONCRETE BETWEEN ALL FILL AND WOOD. PITCH SLAB AWAY FROM HOUSE. 8. OVERHANGS AND CANTILEVERS: INSULATE AND INSTALL OVERHANGS AND CANTILEVERS: INSULATE AND INSTALL EXTERIOR SHEATHING 9. WOOD GIRDERS: AT GIRDER INTERSECTIONS PROVIDE HEAVY DUTY STEEL CONNECTION SUPPORTS (BOLTED).
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TOP DENOTES DOOR TYPE (SEE DOOR SCHEDULE) BOTTOM DENOTES HARDWARE TYPE (SEE SPECS)

AutoCAD SHX Text
FULL HEIGHT PARTITION

AutoCAD SHX Text
BRICK OR STONE.

AutoCAD SHX Text
LINE OF CONSTRUCTION ABOVE

AutoCAD SHX Text
HIGH AND LOW CONDITIONS AT EDGE OF DEPRESSION.

AutoCAD SHX Text
4"

AutoCAD SHX Text
GRADE

AutoCAD SHX Text
WATERPROOFING

AutoCAD SHX Text
W2

AutoCAD SHX Text
INDICATES WINDOW TYPE (SEE WINDOW SCHEDULE)

AutoCAD SHX Text
INDICATES PARTITION TYPE

AutoCAD SHX Text
1A

AutoCAD SHX Text
1.  TREADS AND RISERS (NJAC 5:23-3.14) : IN OCCUPANCIES IN USE GROUP R-3, WITHIN DWELLING UNITS IN OCCUPANCIES IN USE GROUP R-2 AND IN OCCUPANCIES IN USE GROUP U WHICH ARE ACCESSORY TO AN OCCUPANCY IN USE GROUP R-3, THE MAXIMUM RISER HEIGHT SHALL BE 8 1/4" AND THE MINIMUM TREAD DEPTH SHALL BE 10" PLUS NOSING. PROVIDE A NOSING NOT LESS THAN 3/4" BUT NOT MORE THAN 1¼" ON STAIRWAYS WITH SOLID RISERS WHERE THE TREAD DEPTH IS LESS THAN 11". THE LEADING EDGE OF TREAD SHALL NOT PROJECT MORE THAN 1 1/2" BEYOND THE TREAD BELOW.  2.  ALL TREADS AND RISERS ARE TO BE EQUAL. THE TOLERANCE BETWEEN THE LARGEST AND SMALLEST TREAD SHALL NOT EXCEED 0.375" IN ANY FLIGHT OF STAIRS.   3.  STAIR GUARDS/HANDRAILS SHALL HAVE BALUSTERS OR BE OF SOLID MATERIAL SUCH THAT A SPHERE WITH A DIAMETER OF 4" CANNOT PASS THROUGH ANY OPENING.  4.  THE TRIANGULAR OPENINGS FORMED BY THE RISER, TREAD AND BOTTOM RAIL AT THE OPEN SIDE OF THE STAIRWAY SHALL BE A MAX. SIZE SUCH THAT A SPHERE 6"  CANNOT PASSTHROUGH ANY OPENINGS.    5.  ALL HANDRAILS GRIPPING SURFACES SHALL BE CONTINUOUS WITH ANY WALL OR OTHER SURFACE ADJACENT TO THE HANDRAIL SHALL BE FREE OF PROJECTIONS. THE CLEAR SPACE BETWEEN THE HANDRAIL AND ADJACENT WALL OR SURFACE SHALL NOT BE LESS THAN 1 1/2". HANDRAILS SHALL NOT PROJECT MORE THAN 3 1/2" INTO THE STAIR.   6.  HANDRAILS THAT FORM PART OF A GUARD SHALL HAVE A HEIGHT OF NOT LESS THAN 34 INCHES AND NOT MORE THAN 38".   7.  HANDRAILS SHALL BE GRASPABLE WITH A CROSS- SECTIONAL AREA OUTSIDE DIAMETER A MIN. OF 1 1/4" BUT NOT GREATER THAN 2".  8.  STAIR GUARD/HANDRAILS SHALL BE CONSTRUCTED TO WITHSTAND A CONCENTRATED LOAD OF 200 POUNDS APPLIED AT ANY POINT AND IN ANY DIRECTION.  9.  INTERMEDIATE HANDRAILS ARE REQUIRED SO THAT ALL PORTIONS OF THE WIDTH OF THE STAIRS ARE WITHIN 30" OF A HANDRAIL. ON MONUMENTAL STAIRS, HANDRAILS SHALL BE LOCATED ALONG THE MOST DIRECT PATH OF TRAVEL.   10.  ALL GUARDRAILS SHALL BE A MIN. OF 36" ABOVE FIN. FLOOR. 11. OPEN GUARDS SHALL HAVE BALUSTERS OR BE OF SOLID MATERIAL SUCH THAT A SPHERE WITH A DIAMETER OF 4" CANNOT PASS THROUGH ANY OPENING. 12. GUARDS SHALL NOT HAVE AN ORNAMENTAL PATTERN THAT WOULD PROVIDE A LADDER EFFECT. 13. ALL HANDRAILS, GUARDRAILS & BALUSTERS EXPOSED TO THE WEATHER SHALL BE PRESSURE TREATED WOOD OR METAL. 14. STAIRWAYS WITH FEWER THAN THREE RISERS ARE NOT REQUIRED TO HAVE HANDRAILS, WHEN SERVING A SINGLE FAMILY DWELLING UNIT.  15.  THE MIN. HEADROOM IN ALL PARTS OF A STAIRWAY SHALL BE NOT LESS THAN 80" OR 78" FOR A SPIRAL STAIRWAY, MEASURED VERTICALLY FROM A LINE CONNECTING THE EDGE OF THE NOSING. SUCH HEADROOM SHALL BE CONTINUOUS ABOVE THE STAIRWAY AND TO THE FULL WIDTH OF STAIRWAY AND LANDING.
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1.  CONSTRUCTION:     A. ALL PARTITIONS ARE 3½" ROUGH (U.O.N.)    B. ALL ANGLED PARTITIONS ARE 45 DEGREES (U.O.N.)    C. ALL WINDOWS HEAD HEIGHTS TO BE AT 6'-8" OFF       FINISHED FLOOR ELEVATION (U.O.N.)    D. ALL EXTERIOR 2"X6" WALLS ARE TO HAVE R-19          INSULATION.    E. (3)2"X4" (MIN.) POST AT EACH END OF ALL BEAMS          AND GIRDER TRUSSES (U.O.N.) ALL SUCH       CONCENTRATED LOADS SHALL BE TRANSFERRED TO       FOUNDATION VIA BEAMS, POSTS AND/OR SOLID WOOD       BLOCKING.    F. ALL DIMENSIONS ARE TO FACE OF STUD (U.O.N.)    H. DOUBLE FLOOR JOISTS UNDER ALL BEARING WALLS       RUNNING PARALLEL TO FRAMING, UNLESS OTHERWISE      NOTED ON PLANS. 2.   CEILING HEIGHTS IRC 305.1: HABITABLE ROOMS, HALLWAYS, CORRIDORS, BATHROOMS, TOILET ROOMS, LAUNDRY ROOMS AND HABITABLE BASEMENTS SHALL HAVE A CEILING HEIGHT OF NOT LESS THAN 7'-0" MEASURED TO THE LOWEST PROJECTION FROM THE CEILING. 3.  ATTIC ACCESS IRC 1305.1.3:     A.  AN ATTIC ACCESS SHALL BE PROVIDED WHERE        INDICATED. UNLESS OTHERWISE NOTED OR REQUIRED,        THE OPENING SHALL NOT BE LESS THAN 20"X30".    B. ALL ATTIC ACCESS OPENINGS, OR OTHER OPENINGS        INSTALLED IN TOP CEILINGS, SHALL BE CLOSED,        GASKETED OR OTHERWISE SEALED WITH MATERIALS        APPROVED FOR SUCH APPLICATIONS. 4.THE ACTUAL SIZE MAY DIFFER ACCORDING TO MANUFACTURER. THE SHOWER COMPARTMENT IS TO BE TILED TO A HEIGHT OF 6'-6". TILED FLOORS, BATH TUBS INDICATED ARE OF STANDARD SIZE. THE ACTUAL SIZE MAY DIFFER ACCORDING TO MANUFACTURE. WHERE A SHOWER HEAD IS PROVIDED, THE COMPARTMENT SHALL BE TILED TO A HEIGHT OF 6'-6". FIBERGLASS UNITS ARE OPTIONAL AND MAY BE CONSIDERED AN EXTRA. 5.   BATH IN ATTIC SPACE: ATTIC SIDE OF BATH WALLS SHALL BE SHEATHED. DRAFT STOP FLOOR JOISTS UNDER BATH WALLS. 7.   PROVIDE MOISTURE RESISTANT G.W.B. AROUND ALL WET AREAS IN KITCHENS AND BATHROOMS. 8.   ALL WINDOWS DESIGNATIONS ARE GENERIC SIZES.
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LAUNDRY ROOM: ALL LAUNDRY ROOMS  SHALL BE PROVIDED WITH A LOUVERED DOOR. WHERE GAS DRYER IS USED OR THE LAUNDRY ROOM SHALL BE PROVIDED WITH (2) OPENINGS ONE WITHIN 12 INCHES OF THE BOTTOM OF THE SPACE, AND ONE WITHIN 12 INCHES OF THE TOP OF THE SPACE.
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STAIR NOTES — IRC 314,315,316

1. TREADS AND RISERS (NJAC 5:23—3.14) : IN OCCUPANCIES
IN USE GROUP R—3, WITHIN DWELLING UNITS IN OCCUPANCIES
IN USE GROUP R—-2 AND IN OCCUPANCIES IN USE GROUP U

FRAMING NOTES

1. ALL LUMBER, WOOD CONSTRUCTION AND FASTENING TO
CONFORM TO SPECIFICATION AND CODES MODIFICATIONS SET

FORTH IN SECTION 6.1 OF THE GENERAL NOTES (SEE SHEET

SYMBOLS & MATERIALS

WHICH ARE ACCESSORY TO AN OCCUPANCY IN USE GROUP G-1).

LA
R—3, THE MAXIMUM RISER HEIGHT SHALL BE 8 1/4” AND THE 2. ALL LUMBER SHALL BE AR KILN DRIED (MC=15% MAX.) //\,\//\,\//\ GRADE
X‘NN‘ggmGTRNESE LDEESZTHTHiHNAL}L/BE BWUOT NF’S#JSMSSES‘NTEANPRWQ/VLD%N AND SHALL BE FREE FROM LOOSE LARGE KNOTS, EXCESS SAP NEV CONCRETE IN SECTION
4 OR OTHER DEFECTS WHEREBY IT'S STRENGTH MAY BE IMPAIRED.
STAIRWAYS WITH SOLID RISERS WHERE THE TREAD DEPTH IS
LESS THAN 11". THE LEADING EDGE OF TREAD SHALL NOT 3. SET ALL JOISTS AND BEAMS WITH NATURAL CAMBER UP. 7773 BRICK OR STONE.
PROJECT MORE THAN 1 1/2” BEYOND THE TREAD BELOW. ENDS LAPPED MIN. 6" OVER BEARING SHALL BE SECURELY
SPIKED TOGETHER. PROVIDE AT LEAST 1—1/2” BEARING ON ALL NEW CONC. BLOCK WALL
2. ALL TREADS AND RISERS ARE TO BE EQUAL. THE JOISTS / m
TOLERANCE BETWEEN THE LARGEST AND SMALLEST TREAD SHALL : emammmEERRE) DRYWALL PARTITION <2 HR. & 3 HR. RATED
NOT EXCEED 0.375" IN ANY FLIGHT OF STAIRS. 4. EXTERIOR WALL FRAMING SHALL BE MIN. 2"x6”@16” O.C. ‘ ‘
DOUBLE TOP PLATES U.O.N.
3. STAIR GUARDS/HANDRAILS SHALL HAVE BALUSTERS OR BE w/ —— FULL HEIGHT PARTITION
Sf SENLLDOTMéLEFgA#Hi%EgHTHAANTYAOSEPNH‘EEE WITH A DIAMETER OF 5. EXTERIOR SHEATHING SHALL BE 1/2” EXTERIOR GRADE 6
. PLYWOOD SHEATHING IN 4'x8’, 9° OR 10’ PANELS. a COLUMN GRID LINE
4. THE TRIANGULAR OPENINGS FORMED BY THE RISER, TREAD 6. PARTITIONS SHALL BE FRAMED WITH MIN. 2"x4°@16" O.C. I8
AND BOTTOM RAIL AT THE OPEN SIDE OF THE STAIRWAY SHALL S EM_F R S1UD GRADE OR BETrER AN
?ERguhéAHX'ANS‘YZ%PSEUNC\GchAT A SPHERE 6°¢ CANNOT PASS 48'—0" ’ ‘w‘ INTERIOR ELEVATION ARROW (SEE DETAIL NO./DWGNO,
: 7. PROVIDE METAL OR 5/4"x3” WOOD CROSS BRIDGING AT A
5. ALL HANDRAILS GRIPPING SURFACES SHALL BE CONTINUOUS 5 _4” 15°-0" 21’ _g" 6'—0" MAX. OF 8'—0" 0.C. AND SOLID BRIDGING AT JOIST ENDS. A\
W ANY JALL O OTHER SURFACE ADJACENT 1O JHE 8. DOUBLE FLOOR JOISTS UNDER ALL INTERIOR PARTITIONS SECTION ARROW (SEE DETAIL NO./DWGNO.>
HANDRAIL SHALL BE FREE OF PROJECTIONS. THE CLEAR SPACE . s s . \4-6/
BETWEEN THE HANDRAIL AND ADJACENT WALL OR SURFACE 8 -4 5 -0 8 -4 RUNNING PARALLEL TO FRAMING.
SHALL NOT BE LESS THAN 1 1/2”. HANDRAILS SHALL NOT TN
, ” o s v o s o s DETAIL (SEE CORRESPONDING SHEET)
PROJECT MORE THAN 3 1/2” INTO THE STAIR. 7 =10 7 =2 4 =2 4 =2 5 -0 4 -2 4 -2 gbLUPMRNOSV‘DE SOLID BLOCKING UNDER ALL POINT LOADS AND
6. HANDRAILS THAT FORM PART OF A GUARD SHALL HAVE A » »
HEIGHT OF NOT LESS THAN 34 INGHES AND NOT MORE THAN F)ATH O 10. INSTALL 1/2” CDX PLYWOOD ROOF SHEATHING (3/4” WITH @ INDICATES WINDOW TYPE (SEE WINDOW
38" E— 24" 0.C. FRAMING), SHEATHING TO BE FIRE—RETARDANT SCHEDULED
: %, TREATED AT 4’—0” ON EITHER SIDE OF RATED WALL @
7. HANDRAILS SHALL BE GRASPABLE WITH A CROSS— ASSEMBLIES ABUTTING ROOFING. o, LN eDoNE ES POOR TYPE <SEE DOOR
SECTIONAL AREA OQUTSIDE DIAMETER A MIN. OF 1 1/4” BUT
NOT OREATER THAN 2" / = 11.  UNDER FLOORING SHALL BE MIN. 1 LAYER 3/4" T&G C.D. BOTTOM DENDTES HARDWARE TYPE (SEE
. 3 1/2"x9 1/2” PARALLAM (FLUSH) [ 2| 3,1/2"x9 1/2" PARALLAM (FLUSH) PLYWOOD OR AS NOTED ON PLANS. GLUE ALL EDGES ISNPDEICCSA)TES PARTITION TYPE
8. STAIR GUARD/HANDRAILS SHALL BE CONSTRUCTED TO = . ‘ T o~ Q o ‘ T EBJEESRFTSQ EAXLPL&NS‘CA)NNN- 1/16" BETWEEN JOINTS AND 1/8" AT
WITHSTAND A CONCENTRATED LOAD OF 200 POUNDS APPLIED jf It z: — ':/PRE e T\ It 5 —— : LINE OF CONSTRUCTION ABOVE
AT ANY POINT AND [N ANY DIRECTION. -~ © (3)3'0"X5'0" D.H. EGRESS @ UL— APPROVED @ 12. ALL HEADERS FOR OPENINGS IN FRAME WALLS TO BE MIN.
9. INTERMEDIATE HANDRAILS ARE REQUIRED SO THAT ALL ] I I i W w/20" MIN. HEARTH W (2)2"x8" U.O.N. (SEE HEADER TABLE ON SHEET G—1) USE - omm WATERPROOFING
PORTIONS OF THE WIDTH OF THE STAIRS ARE WITHIN 30" OF A 14°_g” (2)2’X10" HOR. SR 3/8” PLY PACK—OUT TO MATCH STUD THICKNESS. MIN.
HANDRAIL. ON MONUMENTAL STAIRS, HANDRAILS SHALL BE - — BEARING TO BE 3" U.O.N. 4
LOCATED ALONG THE MOST DIRECT PATH OF TRAVEL. ” - ) AN QLo AR O CONDITIONS AT EDGE OF
6 4 6 13.  ALL FRAMING EXPOSED TO MASONRY OR WEATHER TO BE ‘
10. ALL GUARDRAILS SHALL BE A MIN. OF 36" ABOVE FIN. B B A PRESSURE TREATED.
FLOOR. S ,
o 14. FIRE-STOP ON WALLS 10’ OR HIGHER WALLS AT
11. OPEN GUARDS SHALL HAVE BALUSTERS OR BE OF SOLID \ MID—HEIGHT. FIRE STOP ALL VERTICAL/HORIZONTAL
MATERIAL SUCH THAT A SPHERE WITH A DIAMETER OF 47 ., , , . . ., o CONNECTIONS SUCH AS DROPPED SOFFITS AND DROPPED
CANNOT PASS THROUGH ANY OPENING. 2 1/16°X11 7/8” FLOOR JOIST @16” O.C. 3 1/2"X1] 7/8” FLOOR JOIJT @16” O.C. CEILINGS, AT OPENINGS ABOVE DUCTS, CHIMNEYS, VENTS AND
\ TJl 210 SERIES / \ TJI| 360 SERIES / PIPES.
12. GUARDS SHALL NOT HAVE AN ORNAMENTAL PATTERN THAT —
WOULD PROVIDE A LADDER EFFECT. 15. DRAFT STOP NON-SPRINKLERED RESIDENTIAL HUNG
9 CEILING SPACES AT 500 S.F. MAX. AND 3,000 S.F. OF ATTIC.
13. ALL HANDRAILS, GUARDRAILS & BALUSTERS EXPOSED TO o . DRAFT STOP R—1 AND R—2 ABOVE TENANT SEPARATION WALLS.
THE WEATHER SHALL BE PRESSURE TREATED WOOD OR METAL. = z o N
o - _ | 16. HIP AND VALLEY BEAMS AND RIDGES TO BE 2”x MEMBERS
14. STAIRWAYS WITH FEWER THAN THREE RISERS ARE NOT 2 | | . x o OF ONE SIZE LARGER THAN RAFTERS. DOUBLE UP HIP AND
REQUIRED TO HAVE HANDRAILS, WHEN SERVING A SINGLE “‘3 M B D R M - - x o = VALLEY RAFTERS.
FAMILY DWELLING UNIT. . . o ™~ ™~ I -
© 5 o 17.  ALL REPETITIVE MEMBER FRAMING SHALL BE 16” 0O.C.
15. THE MIN. HEADROOM IN ALL PARTS OF A STAIRWAY SHALL i > X U.O.N.
BE NOT LESS THAN 80” OR 78” FOR A SPIRAL STAIRWAY, FAM PO O M N © . )
MEASURED VERTICALLY FROM A LINE CONNECTING THE EDGE OF . < |l IR 18. PROVIDE MIN. 2"x4” COLLAR TIES @ 16” O.C. AT UPPER
THE NOSING. SUCH HEADROOM SHALL BE CONTINUOUS ABOVE ~ |l = 1/3 OF VERTICAL DISTANCE BETWEEN RIDGE BOARD AND
THE STAIRWAY AND TO THE FULL WIDTH OF STAIRWAY AND OPEN ABOVE i JOISTS.
LANDING.
<+ 20. ADEQUATE CONNECTIONS IS THE SOLE RESPONSIBILITY OF
| THE GENERAL CONTRACTOR AND HIS SUBS.
00
R 21. INSTALL PRESSURE TREATED LUMBER WHERE LUMBER IS
o IN CONTACT WITH CONCRETE, SILLS AND PLATES LESS THAN 8"
| 1 FROM THE GROUND, AND ALL WOOD SIDING, SHEATHING AND
> WALL FRAMING ON THE EXTERIOR OF A BUILDING LESS THAN 6”
N FROM THE GROUND.
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CARBON MONOXIDE DETECTOR NOTES

1. AT LEAST ONE CARBON MONOXIDE ALARM SHALL BE
PROVIDED IN EACH DWELLING UNIT. THE REQUIRED CARBON
MONOXIDE ALARM SHALL BE INSTALLED IN THE IMMEDIATE
VICINITY OF ALL SLEEPING ROOMS IN BUILDINGS OF USE GROUP
R AND [=1 THAT CONTAIN FUEL BURNING APPLIAMCES OR HAVE
ATTACHED GARAGES.

2. CARBON MONOXIDE ALARMS SHALL BE LISTED AND LABELED
IN ACCORDANCE WITH UL 2034, SHALL BE INSTALLED IN
ACCORDANCE WITH THE MANUFACTURER’S INSTALLATION
INSTRUCTIONS. THE INSTALLATION OF LISTED COMBINATION
SMOKE/CARBON MONOXIDE ALARMS IS PERMITED.

3. CARBON MONOXIDE ALARMS ARE PERMITTED TO BE
PERMANENTLY CONNECTED TO THE BUILDING WIRING SYSTEM,
CONNECTED BY CORD OR PLUG TO THE WIRING SYSTEM, OR
BATTERY OPERATED. WHERE CARBON MONOXIDE ALARMS ARE
PERMANENTLY INSTALLED, THE AC POWER SOURCE IS REQUIRED
TO BE SUPPLIED FROM EITHER A DEDICATED BRANCH CIRCUIT
OR THE UNSWITCHED PORTION OF A BRANCH CIRCUIT ALSO
USED FOR POWER AND LIGHTING. OPERATION OF A SWITCH
OTHER THAN A CIRCUIT BRAKER IS NOT PERMITTED.

4. ALARM TO BE LOCATED ON THE WALL, CEILING OR AS PER
MANUFACTURER’S SPECIFICATIONS. THE DEVICE IS REQUIRED TO
BE SUPPORTED INDEPENDENTLY OF ITS ATTACHMENT TO WIRES.

5. MAINTANANCE SHALL BE IN CONFORMANCE WITH THE
MANUFACTURER’S INSTRUCTIONS. WHERE A CARBON MONOXIDE
ALARM RECEIVES PRIMARY OR BACKUP POWER FROM A
BATTERY, THE ALARM SHALL EMIT A SIGNAL WHEN BATTERIES
ARE LOW. WHERE THE BATTERY IS OF A REMOVABLE TYPE, IT
SHALL BE REPLACED IN CONFORMANCE WITH THE
MANUFACTURER’S INSTRUCTIONS.

6. ALARMS SHALL NOT BE REMOVED OR DISABLED.

7. IF THE CARBON MONOXIDE DETECTOR IS PART OF A
FIRE/BURGLAR/CARBON MONOXIDE SYSTEM OR THE ALARMS ARE
MONITORED BY A SERVICE, A DISTINCTIVE ALARM MUST BE USED
TO DIFFERENTIATE BETWEEN THE CARBON MONOXIDE ALARM AND
THE OTHER SYSTEM FUNCTIONS.
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/s \SECOND FLOOR PLAN

\A-6 ) ELECTRIC
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ELECTRIC NOTES:

FINAL LAYOUT TO BE DETERMINED BY OWNERS/BUYERS.

ALL INTERIOR WIRING TO BE COPPER ROMEX CABLE NM WITH
GROUND.
ALL WIRING TO BE IN ACCORDANCE WITH N.E.C.

NUMBER OF OUTLETS ON BRANCH CIRCUITS ARE —
10 ON 15 A, 13 ON 20 A
EXCEPT APPLIANCE CIRCUITS ARE —C5 ON 20 A.

WIRING TO BE SIZED AS BELOW:

15 A — #14 45 A — #8
20 A — #12 65 A — #6
30 A — #10

ALL RECEPTACLES TO BE GROUNDED TYPE. BASE RECEPTACLES
TO BE 1'—2" FROM FLOOR.

ALL WATER HEATERS TO BE CONNECTED IN ACCORDANCE WITH
THE CONNECTING UTILITY COMPANY’S REQUIREMENTS.

SMOKE DETECTOR ALARMS AS INDICATED ON CONSTRUCTION
DOCUMENTS SHALL BE AN AC PRIMARY SOURCE, CLOSED
CIRCUIT TYPE AND SHALL BE ELECTRICALLY OR
MECHANICALLY SUPERVISED. ALL SMOKE DETECTOR ALARMS
SHALL BE INTERCONNECTED. SMOKE DETECTOR ALARMS SHALL
BE PROVIDED IN EVERY BEDROOM AND AS LOCATED ON THE
CONSTRUCTION DRAWINGS.

FANS IN ROOMS THAT LACK NATURAL VENTILATION SHALL BE
SIZED TO EXPEL A MINIMUM OF 2 CFM PER SQUARE FOOT OF
ROOM. THE FAN IN A TOILET ROOM SHALL BE SIZED TO EXPEL
AT LEAST 70 CFM.

THE BASE UNIT POWER DENSITY (UPD) IN WATTS/SQ.FT. FOR
ANY ROOM OR SPACE SHALL NOT EXCEED THE VALUES BELOW.

INDIVIDUAL UPD
ROOM,/SPACE WATTS /SQ.FT.
BATH 470
BEDROOM 1.4
FINISHED LIVING SPACES 2,2
GARAGE 0.5
KITCHEN 4.0
LAUNDRY 1.0
UNFINISHED LIVING SPACES 0.5

THE ECECTRICAC PCAN 1S BASED ON MINTMUM CUDE
REQUIREMENTS. THE ARCHITECT MAY BE CONSULTED FOR
ADDITIONAL ELECTRICAL DESIGNS AS A SEPARATE COMMISSION.

ISSUANCE:

# | DATE:

FOR:

1 107/21/25

PERMIT

CIRCULATION AIR HEATING SYSTEM:

HEATING UNIT LOCATION AND TYPE OF FUEL AS SHOWN ON
MECH. PLANS. SYSTEM TO BE SIZED AND DESIGNED SO THAT
T SHALL BE ADEQUATE TO HEAT TO 70 DEGREES INSIDE WITH
6 DEGREES OUTSIDE AND WIND VELOCITY OF 15 MPH.

SYSTEM TO HAVE OUTLETS IN ALL HABITABLE ROOMS, AND
RETURNS FROM ALL ROOMS EXCEPT THE KITCHEN, LAUNDRY
AND BATHROOMS & WIC. ALL TRUNKS, RISERS, RUN AND
RETURNS TO BE COMPLETELY SEALED IN THE METAL DUCTS. IF
DUCTS CUT THROUGH HOUSE PLATES, CONTRACTOR IS TO
SUPPLYAND INSTALL A 24 GAUGE STEEL ANGLE, OR A 16
GAUGE STEEL PLATE, SECURED WITH 4 NAILS. ALL DUCTS IN
OUTSIDE WALLS AND UNCONDITIONED AREAS TO BE INSULATED.
ALL RISERS TO HAVE BALANCING DAMPERS. ANY DUCTWORK
PASSING THROUGH A FIRE RATED WALL ASSEMBLY SHALL BE
NON—COMBUSTIBLE AND PROVIDED WITH APPROVED FIRE
DAMPERS. DUCTWORK WITHIN A FIRE RATED FLOOR/CEILING
ASSEMBLY MUST BE METAL AND FITTED WITH AN APPROVED
FIRE DAMPER REGISTER. THE HEATING AND COOLING UNIT
SHALL BE APPROVED AS PER THE MODEL ENERGY CODE 1995.

OWNER:

LLC.

PROJECT NAME:

MODEL A ASHBROOK

5 EMERALD DR.

BLOCK #63, LOT #26.25
TOWNSHIP OF HARDYSTON
SUSSEX COUNTY, NJ

EMERALD STATE INVESTMENT

CARBON MONOXIDE DETECTOR NOTES

ATTACHED GARAGES.

1. AT LEAST ONE CARBON MONOXIDE ALARM SHALL BE
PROVIDED IN EACH DWELLING UNIT. THE REQUIRED CARBON
MONOXIDE ALARM SHALL BE INSTALLED IN THE IMMEDIATE
VICINITY OF ALL SLEEPING ROOMS IN BUILDINGS OF USE GROUP
R AND I=1 THAT CONTAIN FUEL BURNING APPLIAMCES OR HAVE

2. CARBON MONOXIDE ALARMS SHALL BE LISTED AND LABELED
IN ACCORDANCE WITH UL 2034, SHALL BE INSTALLED IN
ACCORDANCE WITH THE MANUFACTURER'S INSTALLATION
INSTRUCTIONS. THE INSTALLATION OF LISTED COMBINATION
SMOKE/CARBON MONOXIDE ALARMS IS PERMITED.

DANON GROUP

RAFAEL DANON RA.
PO BOX 676
FAIR LAWN NJ 07410

TEL: 201-681-7777

TEL: 973-723-0039
DANONGROUP@AOL.COM

3. CARBON MONOXIDE ALARMS ARE PERMITTED TO BE
PERMANENTLY CONNECTED TO THE BUILDING WIRING SYSTEM,
CONNECTED BY CORD OR PLUG TO THE WIRING SYSTEM, OR
BATTERY OPERATED. WHERE CARBON MONOXIDE ALARMS ARE
PERMANENTLY INSTALLED, THE AC POWER SOURCE IS REQUIRED
TO BE SUPPLIED FROM EITHER A DEDICATED BRANCH CIRCUIT
OR THE UNSWITCHED PORTION OF A BRANCH CIRCUIT ALSO
USED FOR POWER AND LIGHTING. OPERATION OF A SWITCH
OTHER THAN A CIRCUIT BRAKER IS NOT PERMITTED.

4. ALARM TO BE LOCATED ON THE WALL, CEILING OR AS PER
MANUFACTURER’S SPECIFICATIONS. THE DEVICE IS REQUIRED TO
BE SUPPORTED INDEPENDENTLY OF ITS ATTACHMENT TO WIRES.

5. MAINTANANCE SHALL BE IN CONFORMANCE WITH THE
MANUFACTURER’S INSTRUCTIONS. WHERE A CARBON MONOXIDE
ALARM RECEIVES PRIMARY OR BACKUP POWER FROM A
BATTERY, THE ALARM SHALL EMIT A SIGNAL WHEN BATTERIES
ARE LOW. WHERE THE BATTERY IS OF A REMOVABLE TYPE, IT
SHALL BE REPLACED IN CONFORMANCE WITH THE
MANUFACTURER’S INSTRUCTIONS.

6. ALARMS SHALL NOT BE REMOVED OR DISABLED.

7. IF THE CARBON MONOXIDE DETECTOR IS PART OF A
FIRE/BURGLAR/CARBON MONOXIDE SYSTEM OR THE ALARMS ARE
MONITORED BY A SERVICE, A DISTINCTIVE ALARM MUST BE USED
TO DIFFERENTIATE BETWEEN THE CARBON MONOXIDE ALARM AND
THE OTHER SYSTEM FUNCTIONS.
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